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Funotion Status Desoription

ustom Speed mode 4.18MHz to 8.06MHz (16.74MHz on system bus)
CPU Glaok Press [F12] key to change clock type (3.58MHz > 5.3TMHz ») Custom Speed)
The external clock is set on [Sync to CPUI by default
[Turbo Panal is 5.3TMHz like the original specification
A special hybrid clock [Turbo MegaSD is enabled by default

RGB w/ Audio Out (a mono signal inside the video cable)
15kHz, S@Hz+66Hz, interlaced video signal, requires a VGA to SCART cable
Video Output
VBR Mode for LED TV or LED Display
Progressive video signal 3kHz / S8Hz+66Hz with the ability to set the pixel ratio at 66Hz

ON/ON |VGA+ Mode for CRT Monitor (legacy output)
Progressive video signal 3kHz / 56Hz+66Hz / SETSMART -D8 must be executed to force 66Hz

External Siot-
Cartridge Advised like defal
Slet1 ternal ESE-MegaSCC+ 2648kB (shared w/ the 2nd half of ESE-MegaSCC+
External Slot-1is disabled

ot
OFF / ON e
Cartridge
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ON/oOFF [ntern:
ternal ES
ORLON External Slot-2 is disabled

Internal 2648kB RAM
Internal Advised like default
Mapper
Intarn-l 4896kB RAM
s
Enabled
Advised like default

Built-in Disabled
Software
Switoh
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Funotion Desoription

IReset button

Reserved [Reserved

Reserved |Reserved

Reserved |Reserved

Function Desoription

Clock up mode|Lights up when in clock up mode.

Video output |, v the status of video output.
Dlsplnyu the status of Slot-1.
Dluplays the status of Slot-2.
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