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Tis expander was born because of an absolutely necessity for
anew one.

Even if we can find severd different expanders in the MSX-
world, it was important to develop this one.

A few reasons for it:

Current models no longer available
Current model had no powerconnector
Current model had to less slots
Current models board was to large

That'swhat we wanted to have:

=> Producable as many aswe like

=> Powersource either MSX or external powersupply
(best installed in aPC-box)

=> At least 8dots. 4 subslots, 41/0 dlots

=> Board should fit in a19" housing

=> Enabling or disabling for every single subslot

=> If possible, dl current and al new modules are working.

Because of dl those facts, we developped anew product.

Because the function of aslotexpander is defined by Micro-
soft and ASCII inthe MSX standard, there are nearly no liber-
ties for a designer. That's why You can see some similarities
wit other expanders. As a matter of fact, we checked dl the
known expandersif we can adapt then to our wishes. But it
was not possible to do so.



Guideto operate

To write an operationguide for a piece of hardware like this seemsto
beexaggerated.But there are afew points to clarify

1 Attachement to the computer

Even if in MSX standard are two pins to protect the computer and
the cartridge againgt disconnecting under power,they are ins most
computers not connected. This means, it is absolutely required to
power off the computer and the expander bevore they are connected
or disconnected. That applies to al circumstances. So, keep extre-
mely care to switch off computer and expander if You want to con-
nect either parts together.

2. Connecting cartridges

It ispossible to connect the cartidges the wrong way if the expander
Isnot installed in aspecialy designed housing. So keep care to install
the cartridges so, that the borders of cartridges and expanderboard
aeeven.

3 Switch on

The parts used in expander doesn't like it to receive datas before they
are connected to a powersource. It may be gangerous for some parts
If the expander is not powered on during the computer still works.
So, our recommendation is. Everytime switch on the two hardwares
together. You can do it either with a switchable multiple plug or by
connecting the computer to the auxiliary powerplug instaled in a
PC-box powersupply.



4 Use

About the use and the working with this expander there isnot much
to write. Generaly, dl cartridges working in aprimary slot of M SX
should be able to work also in asecondary slot of the expander.

But, keep care there are two different slots available on the expander.
The four subslots are red childs from the sourceslot and the other
four areonly 1/0O slots. Normaly every cartridge containing a sarta-
ble program has to be connected to asubslot. In the appendix You
can find alist with all the cartridges we know and the prefered dot-
position.

With four switches each subslot can be enabled or disabled. This
may be usefull if You install aSCS and alDE harddiskinterface and
You want to decide wich one has to be enabled and so, from wich one
the M SX will boot. You can also decide wich of the four connected
games has to start.

5. Connectors

In adition to the 8 dotconnectors You can find 4 possibilities to
connect or to solder something.

Slotconnectors

Those are gouped to four. near the electronicpart of expander the
four subslots are dlocated. In the remaining four 1/0 slots You can
connect Your cartridges without any order. Not so to the subslots.
It may happen, some Cartridges don't work in every subslot in the
sam good way. S0 You have to connect them in aorder You have to
find out. See dso the appendix for help.



Power connector

This connector corresponds with the 12-pins powerconnector on aPC-
systemboard. So You are able to dirctely connect the expander to aPC-
powersupply.Please find the pinnumbering and how to connect in the
appendix.

Powerjumper

Near the powerconnector You can find three jumperpositions. We did
not solder jJumpers or connectors to this position. With this jumpers
jou can decide if You want so supply the expanders power from the
MSX. If s0, You have to solder jumpersto this positions.

In addition You have tho keep extremely care not to connect an externa
powersupply while the expander is supplied by MSX.

(CAUTION: Neither the expander nor the MSX is

able to sense if both powersupplys are connected. In
case of error, the expander as well as the MSX may

\be damaged serioudly. y

Slotswitch

Thisisa8-pin DIL connector to wich You can connect jumpers aswell
as switches. The switches arewired viaflat or ribboncables. The board
Isin this way designed not to be damaged if the switchconnector is con
nected upside down.

Featureconnector

Here You can find each a connector wich supplies Your (to be develop-
ped) slotdisplay or something else with +5 Volt and Ground. The re-
maining two pins areto connect apower on LED without additional re-
sistors. The required resistor is already installed on board. Please find
In appenxix the related informations.



CONNECTORS & JUMPERS

Power connector

This is a12 Pin mae connector.
Dua connectors from the PC-
powersupply canfit in only one
direction.

Make sure to connect the two
connectors with the two black
wires at the center, as shown in
the diagram.

Sotswitches

to this 8 pin DIL socket you can
attach 4 on-off switches.(exem-
ple position 4). It isalso possi-
ble to put jumpers on as shown
In position 2in the diagram left.

LED 0 +5 Featureconnector

maining two pins supplies You with an free usable +5 Volt source. It
Is used to drive a(not yet developped) Slotmonitor or something d-

S¢Sl

As You can seein the diagram left, You can attach a
LED as a "power good" indicator to this connector.
You do 'nt have to install an aditional resistor because
it's aready installed on the expanderboard. The re-

50 Pin Connectors

All 50 pin connectors(not only
the slotconnectors) are following

the standard MSX-Slot pinnum-
herinn

Powerjumper

They areonly!! used if power to
the expander is supplied by the
MSX powersupply



HARDWARE INSTALLATION

Ingall ina 19" housing

Due to not have atoo long board, only every 2nd
MSX-Slot fits in aRail from a 19" box. To install a
origina MSX card without cartridge, You have to ins-
tall it on acarriercard. Thisis because the MSX cards
normaly doesn't fit directly into the rails. With this
construction, Your carrierboard fits into the rails while
Your MSX board fits into the Slotconnector. The
construction is quite easy to do. Every MSX card
contains at least 2 holes. With those two holes, it is
srewed to the carriercard. Use only the descrbed
screws and nuts. Don't use any shims.

Slotconnector
Carrier-Board{—
MSX'B,‘\’I‘I"JT; i |:||:|[| ﬂ“ﬂ“

Keep care, the dotconnec-
tor is not centered. The ) O
smaller cutout hasto be on L— -
theright, thelarger on the

it sce A

Toinstall MSX cards with cartridhehousing You only have to re-
move therails from the 19" rack. Then all known MSX cartridges
fitsin thedots.




Fuse

Because the PC-powersupplies often are able to supply more than
10 Ampereson a5 Volt line, we installed afuse to the expander.
Since the max. powerconsumption of expander wit installed 8 car-
tridges following the MSX-specifications may not be more than
8x300 mA = 2400 mA and the expander itself uses afew Miliampe-
resafuse of 2500 mA should be good. Even if the value of the fuseis
not realy critical, it schoul not be higher than 3000 mA. If it is sure
that the connected powersupply may not deliver more than 2500
mMA You can work without afuse. In this case, the tracks on the
board are working as akind of fuse. This results in burned out traks
and so in adestroyed expander.

Warranty

Sunrise for MSX guarantees the errorfree function of these dotex-
pander during 12 month after purchasing. Sunrise for MSX decides
in case of failure about repair or changing of the expander. Expanders
with burned out tracks or any changements on the hardware are not
covered by this warranty.

r

Prototypes of this expander weretested several )
hours, so we are sure, if used as designed, the
expander works without any problems for itself

or for attached units.

So, Sunrise for MSX is not responsible for any
defects caused through wrong connected car-
tridges or other misuse of the expander.




CARTRIDGE - COMPATIBILITY

Mame Manufacturer prefered slot
Maonsound SUNHge Swiss /0
(Graphix 9000 |Sunrise Swiss /)

Music Module [Philips /)
IDE H. Gilvat Suhslot 1 -4
DoOs 2 HSH Subslat 1- 4
Barcode-Header|Philips /0

Eprommer

O ader Subslot 1 -4




DETAILS SLOTEXPANDER PABLOTRONIC/SUNRISE SWISS

All 50 Pin Connectors Powerconnector
In Sound In |43 §50 |-12 Yalt Cluk 1 |+5 Yalt
Ciyt +5Walt[ AT 45 |12 Walt Ciuk 2 |+5 Walt
iyt +5 ol 45 J46 | 2% 5 |+5 Walt
iyt O%aole|43 f44 [Ew2 4 |MC
iyt 0%alt] 41 §42 [Clack iyt 5|0 Nalt
Ind Cut Diaka 7)33 §40 |Data & Ind Clut B |0 Yalt
Ind Cut DOiaka 5] 37§55 |Data 4 Ind Clut T |0 %alt
Ind Cut Diata 5| 55 §56 |Data 2 Ind Clut & |0 Nalt
Ini Cluk Diaka 1]:53 §54 |Data 0 IndCutk 3 [-12 Walt
Ok | Adrezze 5] 351 52 [ Adressed Ot 10 |+12 Walt
Ot Adresse 5|23 |50 | Adresse 2 | Ok 11 |NC
Ot Adresse 1) 27 |25 | Adresze 0 | Ok 12 |NC
Out| Adresse 14 25 |26 | Adresze 15 | Ok
Out| Adresse 1223 24 [Adresse s [out Slot-Enable connector
Ot Adresse 7] 21 |22 |Adrezze & [Cue
Ot | Adresze 1] 13 §20 | Adrezze 10 (O Elak 4 In 1 2 |Elatd Cut
Ot Adresze 3] 1T 15 |Adrezze 15 [Cue Elak 3 n S Q4 |Elor 3 Out
iyt ‘Rieset] 15 16 |Reserve Elak 2 In 5 Q6 |Elor 2 Out
iyt Pwirike| 15 §14 [/Read iyt Elakl In T & [ElatdCut
Ot |10 Request] 11 f12 | M-Feguest{ Qe
it iaif 3 o [iBusdic [N Featureconnector
In Pfait) T |5 [lint In
In Foeserve| 5 | 6 [/Refresh Cluk 1 |+LED
iyt fCE12) 5 R4 M=l Ciyk 2 |0 LED
Cluk CE] 1 2 [icE2 Cluk G| +5 Walt
4 |0 walk

All Jumpers

JRPOT
JRPOZ
JRAO0E
JIPO4

JEPOS

On +5 Yol if Power will be supplicd by [EX Powersupply

Bt in uze

On +12 Yol if Power will be supplizd by MEX Powerzupply
On -12 Yalt if Power will be supplicd by BEX Pawersupply

On if installed without Eubslots 2 5 4




